
Capacity   

Libramas Bench Scales

Separated Stand Indicator
Selectable Weighing Indicator & Loadcell
2mm thick Mild Steel Cover Plate
3 mm thick Hollow Mild Steel Frame 
Adjustable foot
Dimension : 687mm x 594mm x 160 mm 

PSX/BSX Series
Mild steel platform

PSY/BSY Series
Stainless steel cover plate

Ultimate performance & Accuracy 

PSZ/BSZ Series
Full Stainless Steel Platform

Separated Stand Indicator
Selectable Weighing Indicator & Loadcell
2 mm thick 304 grade Stainless Steel cover plate
3 mm thick Hollow Mild Steel Frame 
Adjustable foot
Dimension : 687mm x 594mm x 160 mm 

Separated Stand Indicator
Selectable Weighing Indicator & Loadcell
2 mm 304 thick grade Stainless Steel cover plate
L Shape 304 grade Stainless Steel Frame
Adjustable foot  
Dimension : 687mm x 594mm x 160 mm 

300 kg x 0,02g
500 kg x 0,05g

HACCP, ISO 22000 Compliance
Harsh Environment

Full Rust Protection Platform Scales 

For use in semi harsh environment
Rust Protection cover plate

Suitable for Standard Industry
Dry Environment

Directorate of Metrology 
Indonesia Ministry of Trade 

APPROVAL
EXCELLENCE IN MEASUREMENT



Weighing Indicator 

AD-4328 AD-4329AAD-4406A AD-4405A AD-4407A
Basic Indicator
Bright LED Display
Suitable in low light area
 

Built-in RS-232 Connection
Bright VFD Display 

Bright VFD Display 
Built in Printer (optional)
Battery Operated

Basic Indicator
LCD Display 

IP 65 Protection 
Stainless steel material
Bright VFD Display 

Top view Side view

687 mm

594 mm

160 mm

Indicator Stand

Dimension 

Bottom Frame 

Loadcell 

ACIS-LA-5402 SeriesA&D LC-4204
Aluminium Alloy material
Single Point Load Cell 

Alumunium Alloy Material
Ideal protection from moisture (IP54)

Indicator Stand


